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Full Sky and L-Band Performance Highly integrated Fourth generation tilt  All protocol compatible 4G Network
internal components surveying technology internal radio

o (@)

Multi-Connectivity Long Life Battery = Weight&Dimension Port protection Cloud Service Alarm system
and WEB Ul control




Technical Parameters

GPS Board
Channel
SATELLITES

Update rate

Static
Accuracy

RTK
Accuracy

L-Band

e System

GPS:L1C/A,L2E,L2C,L5

GLONASS: L1C/A,L2C/A,L3
BeiDou:B1,B2,B3
Galileo:E1,E5A,E5B,E5AItBOC,E6B
NAVIC: L5

QZSS: L1C/A,L1SAIF, L1C, L2C,L5,LEX
SBAS:L1C/A,L5

50Hz (Standard 50 Hz)
Horizon: £ (2.5mm+0.1ppm)
Vertical: = (5mm+0.4ppm)

Horizon: £ (8mm+1ppm)
Vertical: = (15mm+1ppm)

RTX Portal (Xfill free)

800

GPS: L1C/A,L1P,L1C,L2P,L2C,L5
GLONASS: L1C/A,L1P,L2C/A,L2P,L3
BeiDou: B1,B2,B3,ACEBOC
GALILEO: E1,E5a,E5b,ALTBOC,E6
QZSS: L1C/A,L1C,L2C,L5,L6

SBAS: L1 C/A,L5

10Hz (Standard to 10Hz,

can pay to activate 50HZ)

Horizon: £ (2.5mm+0.1ppm)
Vertical: = (5mm+0.4ppm)

Horizon: £ (8mm+1ppm)
Vertical: = (15mm+1ppm)

Atlas (aRTK: free)

Memory
Bluetooth
WI-FI
Network

Internal UHF
Protocol
Tilt survey

Internal 8G; TF Extended, Max 32G
V2.1+EDR/V4.1 Dual Mode, Class?2
802.11 b/g/n

Global Network Module (EG25-G)

LTE FDD: B1/B2/B3/B4/B5/B7/B8/B12/B18/B19/B20/B25/B26/B28

LTE TDD: B38/B39/B40/B41
UMTS: B1/B2/B4/B5/B6/B8/B19
GSM: B2/B3/B5/B8

TRM101: Power 1W, Frequency 410-470MHz Work Distance: 5km in good environment
SATEL, PCC-GMSK, TrimTalk 450S, South, TrimMark 111(19200), GeoTalk, GeoMark Hi-Tarket 9600, Hi-Tarket 19200
Support Integrated with new calibration free tilt module, more convenient to calibrate and no limit of angle and magnetic environment

Battery
Input

Dual Batteries, 7.2V/3400mAh*2 Can work at least 6 hours

9~28V DC

¢ Interface e Operation
TNC For UHF Antenna Button Power button, also can show Power status
5 pin External radio and external power Indicator 5indicators: Satellites, Datalink, Bluetooth,
7 pin USB Port, NMEA Out put. WIFI Status, Power Indicator
Others Micro SIM Slot and TF slot Language Supports TTS Multi language voice
e Physical e Environment
D*H 157mm*76mm Work Temperature  -40°C ~ +65°C
Weight 1.2KGS with 2 batteries inside Stock Temperature -40°C ~ +80°C
Protection IP67
Shock Withstand 2 meters pole drop, 1.2m drop without pole
Humidity 100%

No dead Angle for tilt measurement

There is no posture restriction on tilt measurement within 90° range, accuracy is 2-4cm

Easier calibration, Faster data collection

Calibration steps are simpler than before, see steps below

Step 1. Magnetic calibration: Draw circles with pole (2 seconds)

Step 2. Gyro Calibration: Move with pole about 10 meters in straight line (15 seconds)

Step 3. Collect tilt point

No Magnetic Interference

Accuracy: 2-4cm

10m

Step 1: 2s Step 2: 15s




